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Titsiano flies flag 
for Hout Bay club 
MARK ETHERIDGE 

ONLY Cinzano Titsiano pre
vented Royal Cape Yacht 
Club from sweeping the 
boards at last weekend's 
First Bowring Double Cape 
Yacht race. 

Confusion reigned earlier 
this week when it was re
ported that RCYC had 
cleaned up the event. 

Behind the confusion was 
the fact that Cinzano Tit
siano, the PHRF (Perfor
mance handicap Rating Fac
tor) winner on handicap, had 
sailed from Table Bay 
whereas she is actually reg
istered as a Hout Bay Yacht 
Club entry. 

Skippered by Ron Harries, 
the L34 finished 11th overall, 
behind Corum who took line 
honours in the 131-mile 
event around the Peninsula. 

Corum led from start to 
finish and sailed a superb 
race, winning in 18hrs 2lmin 
09sec. 

Twelve yachts who set off 
from ijie Royal Cape Yacht 
Club f>ase followed Corum 
across the line. 

Hout Bay and Gordon 's 
Bay entries struggled gener
ally while False Bay Yacht 
Club retired early on Sunday 

morning because of unfa
_vourable wind conditions. 
· In fact so unfavourable 
.was the win that pre-race fa
vourite Bossanova, retired 
just three miles from the fin
ish line. 

Apart from line honours, 
Corum also finished second 
on PHRF and won the IMS
class. 

D Sapa reports that Sha
drani, skippered by Ian Mar
tin , covered 206 nautical 
miles on Thursday to hoist 
her into second place overall 
in the Crystie Beachcomber 
crossing yacht race from 
Mauritius to Durban. 

Martin's yacht is now 
eight nautical miles ahead of 
Moonpath and is the second 
closest yacht to Durban, 163 
nautical miles behind Cold
cor. 

Coldcor is set to take line 
honours in the event, when 
she is expected to arrive in 
Durban tonight, although a 
strong westerly wind looks 
likely to hamper Coldcor's 
overall handicap position. 
. Still leading the overall 
handicap standings is the 
French Reunion yacht 12 Du 
BTP, who lies 676 nautical 
miles from Durban, while 
the other French Reunion 
entry UFA failed to report 
her position on Wednesday. 
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